AIRCRAFT CATEGORY TYPE (SOURCE AFWA TN 98-002, March 2010)
[image: image1.png]Table 2-5. Aircraft turbulence category type.

Military Aircraft Turbulence Categories
Aircraft Type Turbulence Category

OH-58 UH-1 AH-1 T-41 T-51 1

AH-64 B-52H C-37 C-130 C-141 C-20
C-12 C-5A/B C9A/C C-37 C-141  CC18-180 CH-47
CT-43A DA-20 E-3B E4B F-15 F-16 KC-135 RAH- b1
66T-1A T-6 T-38 T-43A TG-10 U-25 U-21
UH-72a H-3 H-69

A10 C17A C-21A C-32A/B EA6B F-117A F-14
F-18 KC-10 M/RQ-1A (see mote 2) RQ-44 T-37 U2 m
UV-184/B_ UV-20
B-1B B-2A (see note 1) F-22 (see note 1) MQ9 V-22 v
Civilian Aircraft Turbulence Categories
Aircraft Type Turbulence Category
C-150 C-172 C-175 C-182 C-185 PA-38 PAY-3 1

A-319 A-320 A-321 A-300 A-340 (200 -
300) A-340 (500-600) B-200 B-350 B-727
B-737 (600 - 900) B-747 B-777 BE-20 C-208 C-310

C-402  C-414A C421 CD8 CL-600 CRJ =
DC-8 (Super 62) DC-10 G-520 Gulfstream IV & V

1-13 123 MD-80 PA-1S

B-737-200 B-757 B-767 DC-8 (Super 63) DHC-6 E-145

JS-41 LJ-25 LJ-35 LI-55 hisd
LJ-60 MD-11

Note 1: Turbulence categories for aircraft with auto gust alleviation systems may not be
accurately depicted by the above table.

Note 2: M/RQ-1 is a default CAT III in strong wind and mountain wave environments, but should be considered CAT I in
proximity to strong wind directional shear or operating near the LCL.

General Note: An aircraft’s weight, airspeed, and/or altitude may change its turbulence category from its default value.





TURBULENCE INTENSITIES FOR DIFFERENT CATEGORIES OF AIRCRAFT 
[image: image2.png]Table 2-6. Turbulence intensities for different categories of aircraft (based on Table 2-5).
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